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STANDARD REACTION ARM 13484 2400NGX-R
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DOUBLE ENDED REACTION ARM 11533 46GX, E-RAD3400 COMP

°45

154

149.5

29.5

38

25.5

198
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Ø 86.5

89

DEEP SOCKET REACTION ARM 18251

31.5

60

199

16

140

°45

Ø 68.5

165

98.5

21.5

STANDARD REACTION ARM °45 17375 20DX, DB-RAD2000, DV-RAD2000

25.5

Ø 63

89

171

105.5

21.5

105.5

16

82.5

STANDARD REACTION ARM °90 13366 10GX, 14GX, V-RAD14, B-RAD950, E-RAD950
DB-RAD675, DB-RAD1350, DV-RAD1400

ARTICLE NO:ARTICLE: SUITABLE FOR:

34 GX(-2), V-RAD 31 (°90), DV-RAD 3400,

MV-RAD 34, E-RAD 3400
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RAD TORQUE SYSTEMS B.V.

ALL DIMENSIONS ARE IN MILLIMETERS

DISCLAIMER: Dimensions and illustrative drawings contained herein is accurate to the company’s knowledge at time of publishing, however specifications 
are subject to change without notice. If the information is critical it should be confirmed by contacting RAD Torque Systems BV.


